
2024



Shenzhen ATTEN Technology Co.,Ltd started from 1996 and established in 1999, we are a professional

manufacturer of producing soldering equipment over 28 years.

As a member of Soldering Station Standard Setting Group and National Technical Committee on

Standardization of Household Appliances, ATTEN products have got approvals of"CE","UKCA", "ROHS",

“FCC", "SAA",“REACH"and other qualifcations.

We are located in ShenZhen with convenient transportation access. ATTEN got the lS0 9001:2015

international quality system authentication and won the National High-tech Enterprise, Shenzhen

Well-known Brands and a number of honorary titles.

We provide TWO years quality guarantee for main unit, and specialized after-sales service.

ATTEN sell our own brand and also welcome OEM orders, whether selecting a current product from

our catalog or seeking engineering assistance for your application, you can contact our customer

service center for your sourcing requirements.

Welcome to be our partner!



Thermal Wire Stripper ST-680D 

Static Eliminator Ion Fan ST-1020D, ST-1020DX, ST-1015, ST-1050W
Wrist Strap, Wrist Strap On-line Monitor
Fume Extractor ST-1101, ST-1101D, ST-1202, ST-1202D
Solder Smoke Absorber, Hot Melting Glue Gun
Heat Gun ST-2308DX
Temperature tester ST-1090

Soldering Station

Desoldering Station
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ST-1503D
ST-9003D, ST-1203D, ST-3003D
ST-60, ST-80, ST-100
ST-909
ST-1509
ST-2090D
AT-969, AT-989D

ST-862D
ST-8800D
AT-852D
ST-8902D
ST-8802
AT-8502D

Other Equipments

Automatic Equipment

Soldering Iron

Tool Accessories

Multifunctional Maintenance System
GT-6150P, GT-6200P, GT-5150P, GT-5200P 03-05
GT-1028, GT-8100A 06-07

08-09MS-900
12MS-500
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Preheater ST-7500, ST-7800 39
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Magnifying Frame， Tweezers
Soldering Wire
Soldering Wick
Desoldering tool & Vacuum Pick-up Tool 
Solder Dross Box， Tin Slag Box & Solder Iron Stand
Soldering Wire Stand & Solder Pot
Tip Refresher & Rosin Flux & Paste Flux
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GT-2010+
ST-2065D, ST-2080D, ST-2150D

Single Axis Semi-Automatic Soldering Robot ZT-661-200H
34Auto-Feed Soldering Station ZT-660-150G





Using the soldering tip base on 
thetemperature illustration, the service
life of soldering tip can be double extended.

The function of auto sleep, could protect
soldering tip to extend 5 times of service life.
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The standby temperature rises from 200 ℃ to 400 ℃, 
and the return time is 6 seconds



Voltage

Temperature range

IoT Function

Tool channel Dual channel

Temperature compensation

Model

Can be used in conjunction with 

Molten tin
Tin on the wire head
Tin disassembly on circuit board

80~500℃



Dual channel

Model

Host

GT-510 (Negative pressure generator)

Handle

External communication interface
Vacuum degree

Tin blockage alarm function

Dimensions

Filter paper replacement
support
support



Model

Handle

Tin suction tube inner liner 

Joint aid first batch 

Tin suction tube inner liner 













Integrated heater
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Note: T950 series soldering tip details in page 20.    Nozzles details in page 30.



Heavy Duty Soldering Station

Note: T500 series soldering tip details in page 15.



Heavy Duty Soldering Station

Note: T300 series soldering tip details in page 15.   T120 series soldering tip details in page 15.    T330 series soldering tip details in page 15.

Yes



（Applicable models：ST-9003D)

（Applicable models：ST-1203D)

（Applicable models：ST-3003D)

（Applicable models：ST-1503D)

Soldering tips
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ST-100 use sliver alloy heater, fast thermal conductivity.

ST-60 and ST-80 use ceramic heater.

Note: T800 series soldering tip details in page 18.   T900 series soldering tip details in page 29.



Note: Integrated heater（T990） in page 18.



（Applicable models：ST-100)

（Applicable models：ST-909 / ST-8902D)

Soldering tips



Note: Integrated heater details in page 20.(T950/T9100/T9130/T9150)

Can be used in conjunction with T9150-1815SP small tin furnaces

Product application:
Molten tin
Tin on the wire head
Tin disassembly on circuit board
Solder tin plating



（Applicable models：ST-1509)

（Applicable models：ST-1509)

（Applicable models：ST-1509)

（Applicable models：ST-1509)

Integrated heater



Note: T900 series soldering tip details in page 29.



Constant Temperature Controllable Digital Soldering Station

AT-989D

Note: T900 series soldering tip details in page 29.



N.W.: 26.34kg
G.W.: 27.5kg

Inner box: 340x290x187(mm)

Size: 600x360x580(mm)
Carton: 6PCS/carton

N.W.: 4kg
G.W.: 4.39kg

Standard Packing

Temperature range

Voltage

Power

Air flow

AvailableBeep alarm function

z 

Package list
Nozzles: 4 PCS

Main unit: 1 unit 
Gun holder : 1 PCS AC cord: 1 PCS

Manual: 1 PCS Nozzle converter: 1 PCS

Specification:

A2600 
nozzle converter for 

all nozzles in page31 

20~130L/min

The handle type SP-102B

ST-862D

100 ~480 212 ~896

1000W 

A-2605 A-2664

B-2608 B-2610

Features:

 and  switchable.

Model

Intelligent Hot Air Rework Station
ST862D

Note: nozzles details in page 30.



Note: Nozzles details in page 30.

ST8800D

N.W.: 17.46kg
G.W.: 18.5kg

Inner box: 302x175x187(mm)

Size: 545x320x580(mm)
Carton: 9PCS/carton

N.W.: 1.66kg
G.W.: 1.94kg

Standard Packing

Model

Voltage

Temperature range

Power

Air flow 30-120L/min

SupportStandby heater cooling function

AvailableBeep alarm function

100 ~500 212 ~932

800W

z 

ST-8800D

Features:

   

Package list Nozzles: 4 PCS
Main unit: 1 unit 
Gun holder : 1PCS AC cord: 1 PCS

Manual: 1 PCS

Intelligent Hot Air Rework Station

Specification:

nozzle converter for all 
nozzles in page31(Optional） A-2131

A-2000

A-2104 A-2102 A-2105

Support  and  .

   equipment.

   span of heating core and handle.



AT852D

N.W.: 22.62kg
G.W.: 23.8kg

Inner box: 330x272x195(mm)

Size: 560x350x615(mm)
Carton: 6PCS/carton

N.W.: 3.58kg
G.W.: 3.77kg

Standard packing

Package list Nozzle: 2 PCS：1 PCS AC Cord: 1 PCS
Manual: 1 PCS

Model

Voltage

Temperature range

Power

Pump

Timing function

Noise 50dB(A)

No function

Diaphragm pump

Air flow

The handle type AP-550B+

100 ~500 212 ~932

550W

23L/min

z 

Note: Nozzles details in page 31.

Features:

   of heating core and handle.

550W Hot Air Rework Station with LED Display

Specification:

A-1130 A-1170



Nozzles details in page 31.

2 In 1 Hot Air Rework Station

Voltage

Temperature range

Power

z 

Features:

N.W.: 20.92kg
G.W.: 21.92kg

Inner box: 340x305x195(mm)

Size: 625x355x415(mm)
Carton: 4PCS/carton

N.W.: 4.8kg
G.W.: 5.23kg

Standard Packing

AC cord: 1 PCS   Nozzles: 3 PCS   Iron Stand: 1 PCS   Ground wire:1 PCS   Anti-scalding sleeve：1 PCS 

Specification:

Temp stability

Air flow

The handle type

Package list

A-1124 A-1170A-1130

ST8902D

Name

1300W(230V AC)   1000W(110V AC)

Soldering station

100 ~500 /212 ~932

±5

20~130L/min

SP-990

90W

200 ~500 /392 ~932

±2

   space.

   work.

 and  .

   and convenient.

Model

Note: Integrated heater（T990） in page 18.



2 In 1 Hot Air Rework Station

Nozzles details in page 30.

N.W.: 22.02kg
G.W.: 23.1kg

Inner box: 295x248x188(mm)

Size: 515x310x595(mm)
Carton: 6PCS/carton

N.W.: 3.2kg
G.W.: 3.67kg

Standard Packing

Nozzles: 4 PCS               Iron Stand: 1PCS
Main unit: 1 unit

AC cord: 1 PCS

ST8802
Features:

Specification:

Temp stability

Air flow

The handle type

Soldering tip

Package list

Model

Voltage

Temp range

Total Power

±5 ±2

100 ~500 /212 ~932 80 ~480 /176 ~896

Name Soldering station

120L/min

AP-800B SP-65A

T900-0.2SI

A-2131 A-2104

A-2102 A-2105

   space.

Support  and  switchable.

   equipment.



Standard packing

Package list
Nozzle: 4 PCS

unit 
：1 PCS AC Cord: 1 PCS

：1 PCS
Iron Stand: 1 PCS

Manual: 1 PCS

Air flow

The handle type

Noise

Voltage

Temperature range

Total Power

Name

Pump

Soldering tip

50dB(A)

Power

Soldering station

Diaphragm

200 ~480 392~896 100 ~500 212~932

23L/min

AP-50 AP-551B

T900-B

z

AT8502D

N.W.: 21.64kg
G.W.: 22.85kg

Size: 670x370x415(mm)
Carton: 4PCS/carton

Inner box: 354x329x194(mm)
N.W.: 4.85kg
G.W.: 5.41kg

Nozzles details in page 31.

Quad-wire stainless 

2 In 1 Hot Air Rework Station

Features:

Model

Specification:

Spiral heater

A-1130 A-1170

A-1125 A-1126

   working space.

   nozzles.

 and  .

Note: T900 series soldering tip details in page 29.
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Soldering tips

（Applicable models：AT-969 / AT-989D / AT-8502D / ST-8802 / ST-2065D)



(Applicable models: AT8586  AT858D+ ST-8800D ST-8802) 

(Applicable models: ST-862D) 

nozzle converter for 
all nozzles in page31

Suitable for all nozzles in page 31.

Suitable for all nozzles in page 31.

A-2000
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A2600 
nozzle converter for 

all nozzles in page31 
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(Applicable models: GT-1028  GT-8100A  MS-900  AT850D  AT852D AT8502D  ST-8902D) 

A-1141

17
.7

0+0
.3A

10
15

0.8

A-1170A-1260A-1259

A-1258A-1257A-1265

A-1264A-1263A-1262

A-1140

A-1137

A-1134A-1133A-1132A-1131

A-1130A-1128A-1127

A-1124 A-1125

A-1129

A-1136

7.3

A-1261

A-1182

A-1138

A-1139 A-1142

A-1135

A-1126
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ZT-661-200H

Solder wire perforation function Optional (standard without broken tin)
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Optional (standard without broken tin)

T155 Series

100cm

Model

Model

Voltage

Temperature range

Temperature compensation

User parameter customization Support 10 sets of user parameter customization

Inner box: 450x330x215(mm) Carton：2PCS/Carton
Size：

Tin breaking function

Power

Power

Heater type

Overall dimension

Work conditions

Weighe

   temperature control.

  
   static electricity.

 Auto-Feed Soldering Station
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   sensing.
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（ ：
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Soldering tips



standard

10%-100%（High temperature 10%~150%）

Carton：4pcs/carton
Size：
G.W.：14.5kg

Inner box：312x210x235(mm)
N.W.：
G.W.：

Replaceable cutting tools (easy and easy to disassemble) 
Three types of cutting tools to choose from

AWG24

6

T80-2436



Inner box：353x353x140(mm)
G.W.：
Carton：4pcs/carton
Size：
G.W.：

Inner box：
G.W.：
Carton：2pcs/carton
Size：
G.W.：

Model

Voltage

Power

Temperature Range

Heating area

Heating material

Communication function

Linkage function

Temperature Lock

Weight (Main Unit)

Standard Pcaking

（ ）

400W (±10%） ）

50 ~500

Preheating platform

120*120mm

Infrared Ceramic

Support

50 ~350

   constant temperature operation.

   

    
   testing the actual temperature of heating products.



Standard Pcaking
Inner box：
N.W.：
G.W.：

Carton：4pcs/carton
Size：
G.W.：15kg





HEPA FILTER

Voltage

Power

Work position

System flow(including
filtrating e pment

RS 5 interface

Overall dimension(host)

Weight

(0.3 micron)







-45-

Brushless fan for air supply.

Two temperature settings.

Plug and unplug the heating element.

Overload protection.

Soft rubber handle.



Alkaline
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Paste Flux



www.atten.com


